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more rubber tubing it reaches the glass delivery tube; which dips into a reagent bottle containing distilled water that has been boiled for half an hour and cooled without stirring. The ammonia is passed into this bottle until the water in it smells strongly of ammonia. The carbondioxide-free ammonia is used for all separations of iron from lime.
The filtrate from the iron and alumina is concentrated to 300 c.c. and made faintly ammoniacal. If the presence of manganese is suspected, a slight excess of bromine is added, and the solution is heated until the brown flakes of manganese separate. This is not done unless the carbonate and nitrate fusion of the original ash is noticeably green.
The hot faintly alkaline filtrate is treated with 20 c.c. of saturated solution of ammonium oxalate to precipitate the calcium as oxalate. The latter is permitted to settle several hours. It is then filtered out and washed with hot water containing a little ammonium oxalate, until free of chlorine test with silver nitrate solution.* The precipitate is roasted until white and blasted to constant weight. It is weighed as calcium oxide, which is calculated, as such, to percentage. The filtrate from the lime is acidulated with HC1, concentrated to a small volume; filtered; made slightly ammoniacal; cooled; 10 c.c. of saturated solution of microcosmic salt are added; and then the total volume is increased one-fourth with concentrated ammonia. After thorough stirring, the precipitate of ammonium magnesium phosphate is permitted to settle until the next day. It is filtered on a small filter and washed forty times with a mixture of one part of cone, ammonia and three parts of water. It is then burned at a low red heat until white, and weighed as magnesium pyro-phosphate, which contains 36.21 per cent magnesium oxide.
The filtrate and washings should be treated with more phosphate solution, and, if an appreciable precipitate forms, it is collected, washed, ignited, weighed and added to the principal residue.
* Acidulate the washings with a few drops of 1.20 nitric acid before testing for chlorine.